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Industrial Cabinetshop Blades

15°

K

P

0.
01

2

α

Application:	 for heavy-duty crosscuts, perfect finishing on single-sided laminated panels.
Machines:	 radial arm saws, miter saws, table and special saws.
Material:	 chipboard, MDF, laminate, hardwood and plywood.

221

ORDER NO. T αβD
	 inches	 mm

P
inches

B
inches

K
inches

	 221.060.10	 10	 254	 60	 5/8	 TCG	 0.126	 0.087	 10°
	 221.072.12	 12	 305	 72	 1	 TCG	 0.126	 0.087	 10°

EX
CE

LL
EN

T One-sided
laminate

G
OO

D

Plywood Crosscut wood

The 4” CMT biscuit joiner blades with orange PTFE industrial 
coating trademark make biscuit joints quickly and easily. 
High-grade German steel and 8 micrograin carbide-tipped 
teeth guarantee years of use. These blades fit Lamello, 
Dewalt, Porter-Cable, Skil, Bosch, Freud and other popular 
biscuit joiners models.

240 - 241

Biscuit Joiner Blades

TM
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βORDER NO. T αD
	 inches	 mm

P
inches

B
mm

Pin Hole K
inches

 Fits Lamello, DeWalt, Skil, Bosch, Freud & similar Biscuit Joiners
	 240.006.04	 4	 100	 6	 22	 4/4,5 - 9,5/36	 ATB	 0.157	 0.122	 18°	
	 240.008.04	 4	 100	 8	 22	 4/4,5 - 9,5/36	 ATB	 0.157	 0.110	 15°
 Fits older Porter-Cable & Lamello Biscuit Joiners
	 241.008.04	 4	 100	 8	 22	 -	 FLAT	 0.157	 0.154	 15°

EX
CE

LL
EN

T Biscuit joint

CARBIDE
TIPPED

CARBIDE
TIPPED

TM


